D/H0/2OLE 24T P

INSTALLATION NOTES:

1

2,

10.

11.

12

ONE {1) INSTALLATION ANCHORS ARE REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED J$ THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE
OF +1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT
DETAIL (1.E,, WITHOUT CONSIDERATION OF TOLERANCES).
TOLERANCES ARE NOT CUMULATIVE FROM ONE INSTALLATION
ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS,
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

FOR INSTALLATION INTO WOOD FRAMING USE #8 WOOD SCREWS OF
SUFFICIENT LENGTH TQ ACHIEVE 1 3/2 INCH MINIMUM EMBECMENT
INTO WOOD SUBSTRATE.

FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY, OR
DIRECTLY INTO CONCRETE/MASONRY, USE 3/16 INCH DIAMETER ITW
TAPCON OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH MINIMUM
EMBEDMENT,

FOR INSTALLATION THROUGH STEEL STUD USE #8 SELF-TAPPING
SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM
PENETRATION BEYOND STEEL STRUCTURE,

MINIMUM EMBEDMENT AND EOGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDAING BUT NOT LIMITED TO $STUCCO, FOAM, BRICK
VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASS0CIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION
RESISTANT COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT
INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS $HALL BE INSTALLED IN ACCORDANCE WITH
ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND
ANCHORS SHALL NOT BE USED tN SUBSTRATES WITH STRERGTHS LESS
THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR
MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

A, WOOD - MINIMUM SPECIFIC GRAVITY OF 0.42.

8. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 2700 PSI.

€. MASONRY - STRENGTH CONFORMANCE TO ASTM C-50, GRADE
N, TYPE 1 {OR GREATER}.

D.  STEEL- MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM WALL
THICKNESS OF 33 MILS. {20 GUAGE)
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SENERAL NOTES:
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THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE 2006
INTERNATIONAL BUILDING CODE (IBC) AND
INTERNATIONAL RESIDENTIAL CODE (IRC) WITH 2006
TEXAS REVISIONS, EFFECTIVE JANUARY 1, 2008 AND HAS
BEEN EVALUATED ACCORDING TO THE FOLLOWING:

= AAMASWODMA/CSA 101/1.5.2/A440-05

. ADEQUACY OF THE EXISTING STRUCTURAL

CONCRETE/MASONRY, STEEL STUD, AND 2X FRAMING AS A
MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANGING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBIUTY OF
THE ENGINEER OR ARCHITECT OF RECORD FOR THE
PROJECT OF INSTALLATION.

. LXAND 2X BUCKS (WHEN LISED) SHALL BE DESIGNED AND

ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
ASPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION
TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN,
A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.

. APPROVED IMPACT PROTECTIVE SYSTEM 15 REQLIRED ON

THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

. WINDOW FRAME MATERIAL: WHITE OR BEIGE VINYL
. GLASS MEETS THE REQUIREMENTS OF ASTM E 1300-04

GLASS CHARTS. $EE SHEET S FOR GLAZING DETAIL
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54,

50 X 79.50%

+25.0 / -23.0 PSF

70,

75" X 95.50"

«250 / -25.0PSF

70.

75" X 79.50"

NOT RATED
+36.0 / -35.0 PSF

72 X 8z*

+350/ -35.0 PSF
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2X WOOD FRAME
BY OTHERS

SHEATHING
BY OTHERS

EXTERIOR FINISH
BY OTHERS

PERIMETER CAULK

| 3/4% MIN,
EDGE DISTANCE

#6 PAN HEAD WOOD SCREW
THNSTALLATION ANCHOR

1172 MIN,
EMBEDMENT

|

BY OTHERS

0.A.
DOQR

= var max. |

SHIM SPACE

EXTERIOR ]
HETGHT _
/ (o)
SEE GLAZING
DETAILL
? INTERIGR
4 2X WOOD FRAME - HEAD
EXTERIOR A SEE GLAZING
DETAIL
0.A. INTERIOR
DOOR
HEIGHT
i SEALANT OVER
£ SCREW
. 174" MAX,
=t _ " SHIM SPACE
..q..
PERIMETER SEALANT i
BY OTHERS 11/4" MIN, _|
EMBEDMENT
PRECAST SILL
BY OTHERS |72+ MIN. EDGE 3/16" TTW TAPCON
DISTANCE INSTALLATION ANCHOR

/R VERTICAL SECTION
6 CONCRETE - SILL

EXTERIOR FINISH
BY OTHERS

PERIMETER CAULK
BY OTHERS

#8 TEK SCREW
INSTALLATION ANCHOR

}§ THREE (3) THREADS
i~ MIN.PENETRATION
BEYOND STEEL STRUCTURE

!

1/4" MAX,
SHIM SPACE

oA
DOOR EXTERIOR
HELGHT
SEE 6LAZING
DETALL
)\ INTERIOR
/C\ VERTICAL SECTION
STEEL STUD FRAME - KEAD
axwoop rrame &/ L 1/2* MIN.
Al EMBEDMENT
SHEATHING
BY OTHERS | #8 PAN HEAD WOOD SCREW
EXTERIOR FINISH 71 INSTALLATION ANCHOR
BY OTHERS & 3/4" MIN,
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.
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2X WOOD FRAME 11/2" MIN, EMBEDMENT
8Y OTHERS
#8 PAN HEAD WOOD SCREW —= j—1/4" MAX. SHIM SPACE
INSTALLATION ANCHOR |/ 3  INTERIOR
2
N
3/4°MIN. ] 1
EDGE DISTANCE &
10) (1 & SEE 6LAZING
DETAIL
1
SHEATHING TERT
BY OTHERS Sl
EXTERIOR FINISH
BY OTHERS
PERIMETER CAULK
L T 0.4, BOOR WIDTH
5 2X WOOD FRAME - JAMB

/F\HORIZONTAL SECTION

/fW\ MEETING STILE

11/4" MIN. EMBEDMENT — |=—

174" MAX. SHIM SPACE —=—i
CAULK BETWEEN 1X WOOD BUCK &

CONCRETE/MASONRY BY OTHERS

INTERIOR

21/2" MIN. EDGE
DISTANCE

(e) 3/16" ITW TAPCON
(D INSTALLATION ANCHOR
SEE 6LAZING e
DETAIL 1X WOOD BUCK
BY OTHERS (OPTIONAL)
EXTERIOR EXTERIOR FINISH
BY OTHERS
PERIMETER CAULK
~————— 0.A. DOOR WIDTH BY OTHERS
EHORIZONTAL SECTION
w CONCRETE/MASONRY - JAMB
| 0,8125" O.A,
7 INSULATED 6LASS
_ GLAZING TAPE
-~ ™ ~
/ 4 Mﬂ)
/ V05 6LASS
i : |  BITE
i ] *

L) /

~ e

——

GLAZING DETAIL1

NOTES:

1. 6LASS THICKNESS AND TYPE MAY VARY PER ASTM E 1300-04
REQUIREMENT 6LASS CHARTS.

2. ALL GLAZING CONFIGURATIONS SHALL COMPLY WITH SAFETY
GLAZING REQUIREMENTS OUTLINED IN 2006 IBC SECTION 2406,
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BILL OF MATERIALS
ITEMNO. | PART NUMBER DESCRIPTION MATERIAL MANUFACTURER
1 ; FRAME HEAD, SILL, AND JAMB VINYL AES.
2 ; OPERABLE PANEL RAIL & STILE VINYL AES.
3 ; FIXED PANEL RAIL VINYL AES.
a } FIXED MEETING STILE VINYL AES.
5 ; PANEL INTERLOCK STILE VINYL AES.
6 ; GLAZING BEAD VINYL VYTRON @ el Bl B )
7 ; SCREEN TRACK VINYL VYTRON TYPICAL WALL THICKNESS: 07*
8 ; FIXED MEETING STILE REINFORCEMENT CR.S. STEEL BAY FORM | _
9 ; FIXED MEETINGSTILE REINFORCEMENT ALUMINUM 6063-T6 EXTRUDERS ! _.ua.
10 ; PANEL REINFORCEMENT C.R.5. STEEL BAY FORM oor
1 ; PANEL REINFORCEMENT ALUMINUM 606316 EXTRUDERS _
12 - SILL TRACK ALUMINUM 6063-T6 EXTRUDERS I 4.563" |
13 ; HANDLE W/ LOCKING HARDWARE STEEL SASH CONTROLS
OPERABLE PANEL RAIL & STILE @ FIXED PANEL RAIL @ FIXED MEETING STILE PANEL INTERLOCK STILE
VINYL VINYL VINYL VINYL
TYPICAL WALL THICKNESS: 008" TYPICAL WALL THICKNESS: 0.08" TYPICAL WALL THICKNESS: 0.08" TYPICAL WALL THICKNESS: 0.08"
008" —fo— —{1319" | [2ees _lI 24— o 0.08"
24" ﬁ s 0.08" 3 = e Ew.\. 1
l_ | = ° bt 7 L=
1505 T
0.08" -
GLAZING BEAD SCREEN TRACK ° FIXED MEETING STILE REINFORCEMENT FIXED MEETING STILE REINFORCEMENT
VINYL VINYL CR.S. STEEL ALUMINUM 6063-T6
TYPLICAL WALL THICKNESS: 0.072"
e o | tar ) | ]
r_osss
-7 u U 0.94% _ 0961
0.072° |*| Jl
NOTE: CAN BE USED WITH ALL PANEL SIZES NOTE: FOR USE WITH PANEL SIZES UP TO 36,25" X 79"
e PANEL REINFORCEMENT PANEL RETNFORCEMENT SILL TRACK
CR.S, STEEL ALUMINUM 6063-T§ ALUMINUM 6063-T6
TYPICAL WALL THICKNESS: 0.04" 1045 _ l.ll..l.lf(fdl
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